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Abstract

Spectroscopic and electrostatic probe
measurements were carried out to understand the
plasma features inside and outside a 10-kW-class
direct-current arcjet generator. Ammonia and a
mixture of nitrogen and hydrogen were used as the
working gas. The NH; and N,+3H, plasmas in the
throat were expected to be nearly in a temperature-
equilibrium condition, although the plasmas in the
expansion nozzle and in the downstream plume were
in thermodynamical nonequilibrium state. As a
result, the H-atom excitation temperature and the N,
rotational excitation temperature decreased from
7000-11000 K in the throat to about 4000 K and to
1000-1500 K, respectively, on the nozzle exit at 0.1-
0.2 g/s, although the NH rotational temperature did
not show an axial decrease even in the nozzle. On
the other hand, several temperatures were almost kept
small ranges in the downstream plume under an
ambient pressure 130 Pa except for the NH rotational
temperature for NH; working gas.

Introduction

The direct-current arcjet generator is a promising
plasma device suitable for economically assisting
material processing in which a high throughput of
material is desired or for spacecraft propulsion for
future missions of planetary exploration and
construction of large stations. When an arcjet
generator with an expansion nozzle operates in a low-
pressure environment, a supersonic exhaust plasma is
radially and axially expanded. In thermal plasma
sprayings with typical operational conditions at arc
chamber pressures of several hundreds of Torr under
processing-chamber pressures below approximately
50 Torr, ie., in low-pressure plasma sprayings, we
consider that arcjet generators with supersonic
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= expansion nozzles are useful for spraycoating hard
and large-area films adhering strongly to substrates.
This is because of the strong dynamical interaction
between high-speed and large-area plasmas and
powder materials injected into the arcjets. As
propulsion engines in space, radiation-cooled arcjet
thrusters were operated at input power levels of 1-30
kW, and high thrust efficiencies above 30 % were
achieved with ammonia NH;, or hydrazine N,H, as the
propellant gas.

In a previous study, we examined nitrogen plasma
properties in an arcjet generator by means of optical
diagnostics."” Ammonia and a mixture of nitrogen
and hydrogen are also used for material processing.®’
Since these gases are chemically active, the
processing efficiency is enhanced. In arcjet thruster
systems, a gas generator decomposes NH; or N,H,
into a mixture of N, and H, just before it enters the
arcjet generator chamber. When the performance of
the gas generator deteriorates during long space
missions, the NH; fraction increases due to
incomplete decomposition. Plasma properties of
NH; and a mixture of N, and H, are unknown because
of the complicated chemical reactions among the
many fragmented particle species.

This article describes a study to understand the
physical properties of ammonia and a mixture of
nitrogen and hydrogen plasmas inside and outside an
arcjet generator.'™! Spectroscopic and electrostatic
probe measurements are made, and several plasma
properties are determined from the data.

Experimental Apparatus

Figure 1 shows the cross section of the 10-kW-
class direct-current arcjet generator used for this study.
A constrictor of a convergent-divergent nozzle throat
has a diameter of 6 mm and a length of 7 mm. A
divergent nozzle has an exit diameter of 34 mm and is
inclined at an angle of 52 deg. The ratio of the
cross-sectional area of the nozzle exit to that of the
constrictor is 32.1. As shown in Fig.1(b), the anode
is provided with quartz glass rings for arc observation
and optical diagnostics. A cylindrical cathode made
of 2 % thoriated tungsten has a diameter of 10 mm.
The gap between the electrodes is set to 2 mm.

Ammonia and a mixture of nitrogen and hydrogen
are used as the working gas. The working gas is
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injected tangentially from the upstream end of the
discharge chamber. The input power into the gas is
evaluated by measuring the temperature of cooling
water through the electrodes and calculating - the
power consumed by the electrodes.

The arcjet generator is operated with input power
levels of 3-12 kW at discharge currents of 70-150 A.
A high-frequency discharge of 3 MHz and amplitude
2 kV is used for arc initiation. The arcjet generator
is set on a flange of a vacuum tank, into which the
heated gas is exhausted, as shown in Fig.2. The
vacuum tank, 0.8 m in diameter and 1.5 m long, is
evacuated using a mechanical booster 1600 Us
connected in series with a rotary pump 160 U/s.

Emission spectroscopic measurement is conducted
as reliable plasma diagnostics inside and outside
arcjet chambers. Light comes from the plasma in the
arcjet chamber through a quartz glass slit 0.5 mm in
width, as shown in Fig.1(b). The emission is
collected by a lens 80 mm in focal length and is
introduced into a 0.5-m monochrometer through an
optical fiber. The monochrometer of diffraction-
grating-type HAMAMATSU C5095 is provided with
150 and 2400 grooves/mm grating plates and a 1024-
channel diode array detector, achieving spectral
resolutions of 0.8 and 0.05 nm, respectively, per
detector channel. Electron number densities and
several plasma temperatures of electronic excitation
for H and molecular rotational and vibrational
excitations for N, and NH are determined using the
spectral data. The electron number density is
estimated from the Stark width of the hydrogen Hg
line 486.1 nm.

The spectral intensities measured in this
experiment are line-of-sight values, measured by
looking through the arc from the side perpendicular to
the central line of the arcjet. For line-of-sight
measurements, the intensity values correspond to the
integrated values of intensity as a function of position.
The radially dependent emission coefficient is
determined from the measured spectral intensities
using well-known Abel transformations. = When
axisymmetry of the emission was checked by rotating
the electrodes, small deviations were observed owing
to slight nonaxisymmetry of electrode arrangement
and of arc attachment on the electrodes. As a result,
an approximate axisymmetric profile of an average
spectral intensity profile of five measurements is used.
Also, the horizontally average spectral intensities are
measured with a vertical interval of 0.25 mm.

The H-atom electronic excitation temperature is
determined using a relative intensity method of
spectral lines, i.e., by means of Boltzmann plotting
with HI Balmer lines of 434.0, 486.1 and 656.3 nm
under the assumption of local thermodynamical
equilibrium (LTE), in which the linearity of the
Boltzmann plotting and the theoretical limiting
criteria on electron density and local pressure were
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Fig.3 Typical spectra emitted from plasma in
arcjet discharge chamber. (a) N, second positive
bands. (b) NH bands.

considered for the estimation of separation from LTE.
The H-atom excitation temperature is considered to be
almost equal to the temperature of free electrons in
plasmas under LTE conditions.

The relative intensity method cannot be used to
determine the rotational temperature of N, because the
rotational lines are too close together and overlap, as
shown in Fig3(@). Therefore, in general, the
theoretical intensity distribution for a band is
calculated with an assumed rotational temperature and
compared to the measured spectrum. The transition
band of N, C°I1,-B*I1, at 380.4 nm (second positive
band) is used. Since the emission for the first
negative band of N," was very small even when using
an image intensifier, we could not evaluate the N,
rotational temperatures. In order to simply calculate
radial profiles of rotational temperatures in the present
study, after Abel transformations of measured
emission intensities at 380.0 and 379.0 nm in the
second positive band, the ratio of their two intensities
at a same radial position is compared to a theoretical
intensity ratio with an assumed rotational temperature.
The vibrational temperature of N, is determined from
the relative spectral intensity method of three lower
energy transitions as well as the determination of the
H-atom excitation temperature.

As shown in Fig.3(b), intensive NH bands of
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electronic excitation A? IT -X* £ -, vibrational
excitations (0-0) and (1-1) are observed. The
rotational temperature for the P branch band (0-0) is
calculated using the relative intensity method with
Boltzmann plotting of Pyy(10), Py(14) and Pyy(20) at
339.6, 341.0 and 343.1 nm, respectively.

Electrostatic probe measurement is also carried
out in order to examine electron temperatures and
electron number densities on the central axis in the
downstream plasma plume. A Langmuir probe is
<made of tungsten wire 0.2 mm in diameter and 5 mm
long.

Results and Discussion

Discharge Voltage and Vacuum Chamber Pressure

Figure 4 shows the discharge voltage vs discharge
current characteristics for ammonia and a mixture of
N,+nH,, in which input powers of 5 and 10 kW are
represented by dashed lines. In Fig.4(b), the H,
mole fraction n is varied from 0.5 to 3.0 at a total
mass flow rate of 0.21 g/s varying total volume flow
rates, in which a H, mole fraction of 3.0 corresponds
to that of simulated ammonia. The discharge voltage
gradually decreases with increasing discharge current
at a constant mass flow rate for ammonia. This
agrees with that for N,+nH, at a constant value of n.
An increase in NH; mass flow rate also raises the
voltage with a constant current. As shown in
Fig.4(b), the discharge voltage increases with H, mole
fraction because of an increase in total particle
number.  The discharge voltage for simulated
ammonia of the mixture of N,+3H, at n=3 is higher
than that for real ammonia NH;. The reason for this
phenomenon is considered to be as follows. Heat
conduction due to molecules or atoms of hydrogen in
N,+3H, arcs is expected to be more efficient than that
due to fragmented particles involving heavy particles,
such as NH and NH,, in addition to H, and H in NH;
arcs. As a result, thermal pinch for the mixture of
N,+3H, is enhanced compared with that for NH;, and
the electric field for N,+3H, is higher than that for
NH,. In other words, heavy ions such as NH", NH,"
and NH;" are easily produced in real ammonia arcs
because the production energies, i.c., the dissociation
and ionization energies of NH;, are lower than those
for light ions such as H'. Thus, NH, arcs are
expected to be sustained with lower input powers than
those required to sustain N,+3H, arcs. The plenum
chamber pressures in the arcjet generator, that is, the
pressure around the cathode at the upstream part of
the constrictor, are expected to be lower for NH, than
for N,+3H,. Accordingly, the electrical input powers
range from 4 to 12 kW for both ammonia and a
mixture of nitrogen and hydrogen. The thermal
efficiencies were 50-70 % for all operations.

The vacuum tank pressure increased linearly with
input power at a constant mass flow rate for ammonia.
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Fig4 Discharge voltage vs discharge current

characteristics of direct-current arcjet generator.
Input powers of S and 10 kW are represented by
the dashed lines. (a) Ammonia. (b) Mixture of
nitrogen and hydrogen: the H, mole fraction n is
varied from 0.5 to 3.0, and the H, mole fraction of
3.0 corresponds to that of simulated ammonia.

Since this behavior is mainly due to a linear increase
in total particle flux, dissociation of ammonia was
found to be enhanced by increasing input power. An
increase in H, mole fraction also linearly raised the
pressure in the vacuum tank. The pressure for
N,+3H, was slightly higher than that for NH;. This
is expected because the flux of H, and H in N,+3H,
discharges is higher than that of fragmented particles
in NH; discharges. The pressures ranged from 20 to
160 Pa in these experiments.
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Arc Plasmas in Constrictor

Figures 5 and 6 show the radial profiles of H-atom
excitation temperature and electron number density,
respectively, in the constrictor. The input power for
N,+3H, is slightly higher than that for NH; at a
constant mass flow rate because of the higher
discharge voltage for N,+3H, than that for NH,, as
shown in Fig4(b). The H-atom excitation
temperatures for both N,+3H, and NH, have maxima
of 8000-12000 K on the central axis of the arcjet, and
they decrease radially outward up to about 6000 K at
1.75 mm in radius, although their profiles are almost
flat within about 0.25 mm in radius. The
characteristics of the electron number densities shown
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in Fig.6 are similar to those of the temperatures. An
increase in mass flow rate raises the maxima on the
central axis of the arcjet. The temperature for
N,+3H, is higher than that for NH, at the central axis
with the large mass flow rate of 0.21 g/s because of
enhanced thermal pinch. This characteristic agrees
with the discharge voltage vs current characteristics as
shown in Fig.4(b). However, the temperatures with
the low mass flow rate of 0.10 g/s do not change
significantly for N,+3H, and NH; although the input
powers for N,+3H, are a little higher than those for
NH;. This is expected because thermal pinch is
enhanced with higher mass flow rates. Also, the
maximal temperature on the axis increased linearly
with input power, and the characteristic line was
independent of mass flow rate under these operational
conditions.

Nonequilibrium Plasmas in Expansion Nozzle
Figure 7 shows the radial profiles of H-atom
excitation temperature at the axial position B in the
expansion nozzle. The temperature on the central
axis of the arcjet decreases downstream from 8000-
12000 K in the constrictor, as shown in Fig.5, to
5000-6000 K at position B. The temperature at
position B gradually decreases radially outward
compared with that in the constrictor. Therefore,
plasma is found to be radially and axially expanded.
Also, the H-atom excitation temperature for N,+3H,
almost equals that for NH,. It is noted that we could
not evaluate the radial profiles of H-atom excitation
temperature at axial positions downstream from the
position B because of large experimental errors.
Figures 8-10 show the axial variations in
excitation temperatures of H atom, N, rotation and

NH rotation, respectively, in the expansion nozzle.
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These values are estimated from horizontally average
_ spectral intensities on the central axis in the present
line-of-sight measurements.  The N, rotational
temperature in the constrictor could not be evaluated
because of noisy experimental data. The H-atom
excitation temperature decreases from 7000-11000 K
at the downstream exit of the constrictor to about
4000 K at an area ratio of about 10, and then it is kept
constant downstream. The N, rotational temperature
also decreases downstream up to 1000-1500 K. On
the other hand, the NH rotational temperature does
not show a significant axial decrease. It is almost
constant throughout the nozzle. The NH rotational
temperature ranges from 7000 to 11000 K.  Since the
H-atom excitation temperature on the central axis in
the constrictor, as shown in Fig.5, almost equals the
NH rotational temperature, the plasma in the
constrictor is expected to be nearly in temperature
equilibrium state. However, in the expansion nozzle
the plasma is in thermodynamical nonequilibrium
state. Rotational temperatures for only pure N, were
observed to decrease downstream through the nozzle,
as shown in Fig.9, because of the strong coupling
between the translational and rotational temperatures,
i.e., because of rapid thermalization due to frequent
rotational energy transfer collisions. This behavior
does not agree with that for the NH rotational
temperature. This is expected because for polar
molecules such as CH and NH the deexcitation
rapidly occur before thermalization. The electron
number density, as shown in Fig 11, also axially
decreases on the order from 10' cm® in the
constrictor to 10" cm™ at an area ratio of 5-20. We
could not evaluate the electron density below 10"
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cm” on account of a narrow width of the H, line
spectrum. As a result, plasma is expected to be
highly expanded, axially and radially, in the
supersonic nozzle.

Nonequilibrium Plasmas in Downstream Plume
Figures 12 and 13 show the axial variations of

temperatures of N, rotation, N, vibration, NH rotation

and electron in downstream plasma plume for NH,
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and N,+3H, working gases, respectively. Figures 14
and 15 show the axial varations of electron
temperature and electron number density, respectively,
in downstream plume on the central axis by
electrostatic probe measurement. All experiments
are carried out downstream from the outlet of the
nozzle under an ambient gas pressure of about 130 Pa
(1 Torr). For both gases, the N, rotational and
vibrational temperatures do not have large variations
in the downstream plume, and they are almost kept
1000-2000 K and 2000-3000 K, respectively, in the
plume. Although the electron temperatures
intensively decrease near the nozzle, they are also

‘
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kept 5000-6000 K enough downstream. However,
the NH rotational temperature for NH, working gas
decreases from 8000 to 4000 K downstream, although
that for N,+3H, is almost kept 8000-9000 K in the
plume. This difference of the characteristics of NH
rotational temperatures is explained as follows. As
shown in Fig. 15, the electron number density for
N,+3H, is higher than that for NH; in the exhaust
plume because of thermal pinch. Therefore,
rotational excitations of NH molecules are expected to
intensively occur in N,+3H, arcs because of frequent
electron collisions even in the low-pressure plume.
On the other hand, the NH rotational temperature for
NH,; is relaxed because of conventional collisional
energy transfer, i.e., because of thermalization.

Conclusions

Spectroscopic and electrostatic probe
measurements were conducted to understand the arc
structure and the flowfield inside and outside a 10-
kW-class direct-current arcjet generator. Ammonia
and a mixture of nitrogen and hydrogen were used as
the working gas. In the mixture of N,+nH,, the H,
mole fraction n was varied from 0.5 to 3.0, in which a
mole fraction of 3.0 corresponded to that of simulated
ammonia. The discharge voltage and the vacuum
tank pressure for N,+3H, were higher than those for
NH, at a constant discharge current and a constant
input power, respectively, because of the difference of
particles species generated in their arc discharges.
These characteristics agreed with those of H-atom
excitation temperatures in the constrictor of the nozzle
throat. The NH; and N,+3H, plasmas in the
constrictor were expected to be nearly in a
temperature-equilibrium condition. On the other
hand, the plasmas in the expansion nozzle and in the
downstream plume were in thermodynamical
nonequilibrium state because the electron number
densities rapidly decreased downstream. As a result,
the H-atom electronic excitation temperature and the
N, rotational excitation temperature decreased from
7000-11000 K in the constrictor to about 4000 K and
to 1000-1500 K, respectively, on the nozzle exit with
mass flow rates of 0.1-0.2 g/s at input powers of 7-12
kW. However, the NH rotational excitation
temperature did not show a significant axial decrease
even in the nozzle. Several temperatures were
almost kept small ranges in the downstream plume
under an ambient pressure of 130 Pa except for the
NH rotational temperature for NH, working gas.
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